Stalex, Inc.

1051 N. Main Street, Unit A
Lombard, IL 60148

630/ 627-9401

ST LEX 630/ 627-9409 (Fax)
A E-mail: stalex@stalexinc.com www.stalexinc.com

# M-202-07

60" x 6" DIA. ARBOR (STAMCO / COIL TECH) SLITTING L INE

GENERAL SPECIFICATIONS:

Coil Width: 60"

Coil Weight: 50,000 LBS entry and 30,000 LBS exit.

Coil I.D.: 20" TO 24"

Gauge Range: 0.010" TO 0.090”

Line Direction: Left to Right

Year 1970 original, upgraded in 1990 by Coil TeEhtty Coil Car, Uncoiler, Slitter Drive,
Pit Table, Tension Unit).
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EQUIPMENT SPECIFICATIONS:

1. Entry Coil Car (Coil Tech).
a. Above Floor L-Type Design
b. Self Contained Hydraulics

2. Uncoiler — 50,000 Ibs. (Coil Tech — ser. # CT 1228)
4 Leaf Pumpkin Tooth Mandrel

20"-24” Hydraulic Expansion

Hydraulic Sliding Base

Attached Driven Hold Down

AC Feed up Motor

Wichita Water Cooled Brake
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3. Entry Stand (Paxson).
a. Hydraulic Peeler Table
b. Pinch Rolls
c. Side Guides
d. Crop Shear

4. Slitter — 2 heads (Stamco).
a. Entry Pinch Rolls
b. 6" Dia. Arbors.
c. 50 HP DC Motor, 500 V, 850/2,550 RPM.
d. Nuttall gear reducer 16.99 : 1 ratio
e. Manual Parallel Arbor Adjustment




. Scrap Winder.
a. Hydraulic Level Wind
b. Hydraulic Motor Drive

. Pit Cross-Over Table (Coil Tech).
a. Hydraulic Cylinder Raise

. Tension Stand (Coil Tech).
a. Entry Separator Shaft
b. Drag Board Tension Unit

. Recoiler (Stamco).

a. Attached Overarm Separator

b. 75 HP DC Motor 230 Volts, 850/1,700 RPM
c. Hydraulic Pushoff

d. 20” Manual Expansion & Gripper

e. Gear Reducer, 43.129 : 1 Ratio

. Exit Coil Car (Revolvator — ser. # 319 PS 94).
a. 30,000 Ibs capacity.
b. Model # 1981.













